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Benefits

Instructions for use
Make the required solution according to the table and the instructions below.
Adjust the dose rate to maintain chlorine levels in compliance with local legislation. Under all other circumstances, we recommend a pH level between 7.0 and 7.4 and a chlorine level between 1 and 3 mg/l.
Daily consumption is 500 g to 1 kg per 100 m³. The consumption levels increase during heavy use, and during sunny weather. You can add stabiliser to reduce consumption.
Instructions to prepare chlorinated solutions
1.  Use only a clean, dedicated container for the preparation of these solutions.
2.  Calculate the amounts of water and calcium hypochlorite needed to achieve desired solution (see below).
3.  Add at least 90 % of the required amount of water (see table below) to the container.
4.  Slowly add the required amount of calcium hypochlorite to the water while agitating the solution.
5.  Add the remainder of the required water to bring the total volume to the desired level.
6.  Continue agitation for at least 15 minutes to assure complete dissolution of the product.If stabiliser is added to the pond water, its content must be maintained in accordance with local regulations. In 
the absence of regulatory obligations, we recommend maintaining a stabiliser content between 25 and 50 mg/l. A stabiliser content greater than 75 mg/l slows down the action of chlorine.
For balanced water, maintain a complete alkalinity (T.A.C.) between 60 and 120 mg/l.
Shock treatment of swimming pools and spas: Apply the product as to reach a concentration of 10 mg/l of available chlorine in water (contact time: 10 minutes). Ensure complete
mixing of the product to water. Treatment must be made in absence of bathers.

Desired chlorine concentration (%)

Volume of water in litres (L)

1 10 100 1000

Weight of product required. Caution! The weight is given in g or in kg depending on the case

0,1 1.5 g 15 g 150 g 1.5 kg

0.2 3.0 g 30 g 300 g 3.0 kg

1 15 g 150 g 1.5 kg 15 kg

2 30 g 300 g 3.0 kg 30 kg

3 45 g 450 g 4.5 kg 45 kg

Caution before use
THIS PRODUCT SHOULD NEVER COME INTO CONTACT OR BE MIXED WITH ANY OTHER PREPARATION, WHEREVER THIS MAY BE (BUCKET, FEEDER, SKIMMER, TANK, ETC.).
Caution! Always read the label or leaflet before use and follow all the instructions provided. Application of this product is exclusively allowed in swimming pools with connection to
a sewage treatment plant. It is not allowed to directly discharge swimming pool water to the surface water. Do not allow anyone to enter the pool if the concentration of available
chlorine is above the national limits, or in the absence of this, 3 mg/l for swimming pools and 4 mg/l for spas. Inform the registration holder if the treatment is ineffective.
Storage and shelf-life: THIS PRODUCT SHOULD NEVER COME INTO CONTACT OR BE MIXED WITH ANY OTHER PREPARATION, WHEREVER THIS MAY BE (BUCKET, FEEDER, SKIMMER, TANK,
ETC.). Store below 35 °C. Store away from light. Store in a dry place. The expiry date and the batch number appear on the packaging.

COMMERCIAL SWIMMING POOLS Unstabilised chlorine - Disinfection

HTH GRANULAR
Unstabilised chlorine Granular

• CALCIUM HYPOCHLORITE: STABILISER-FREE
• QUICKLY INCREASES THE CHLORINE LEVEL IN CASE OF STORM OR LARGE NUMBER OF VISITORS TO THE POOL
• CONTINUAL CHLORINATION TO DESTROY BACTERIA AND VIRUSES IN PUBLIC SWIMMING POOLS AND SPAS

Specifications
• Fast-dissolving granule. • Disinfecting action. • Average chlorine equivalent content equal to 68 % on the date of manufacture. • Minimum chlorine equivalent content equal to 65 % on the date of 
manufacture. • Minimized insoluble production (less than or equal to 3 % on distilled water). • Isocyanuric acid free (stabiliser). • Suitable for use with all kinds of water, including very hard water.
• Compatible with all types of filtrations. • No degassing in comparison to isocyanurates.

Composition
UFI : 7192-T2M8-3FFT-23DJ -  Active chlorine released from calcium hypochlorite (7778-54-3): 65% w/w. Water soluble granules. PT2. Professional users. Contains Calcium hypochlorite.
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Regulation
H272: May intensify fire; oxidiser. H302: Harmful if swallowed. H314: Causes severe skin burns and eye damage. H400: Very toxic to aquatic life. EUH031: Contact with acids liberates toxic gas. EUH206: 
Warning! Do not use together with other products. May release dangerous gases (chlorine). EUH071: Corrosive to the respiratory tract. P210: Keep away from heat, hot surfaces, sparks, open flames and 
other ignition sources. No smoking. P220: Keep away from clothing and other combustible materials. P260: Do not breathe dust/gas. P273: Avoid release to the environment. P280: Wear protective gloves, 
protective clothing and eye or face protection. P303 + P361 + P353: IF ON SKIN (or hair): Take off immediately all contaminated clothing. Rinse skin with water or shower. P304+P340: IF INHALED: Remove 
person to fresh air and keep comfortable for breathing. P305 + P351 + P338: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. 
P310: Immediately call a POISON CENTER/ doctor. P370+P378: In case of fire: Use water spray to extinguish. P391: Collect spillage. P501: Dispose of contents/container to hazardous or special waste 
collection point, in accordance with local, regional, national and/or international regulation.

Danger
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