>

HTH EASIFLO.
< Eco’

Electrical consumption saving solution
for the EASIFLO feeder range

e Electrical consumption reduced by 50% to 75%*
for a permanent filtration system

e Compatible with all generations of HTH EASIFLO
feeders equipped with a compressor

e Easy to install and use
e Increases the compressor’s lifetime

e Possibility of manual feeder control, ideal for
shock chlorination or pool opening

e Feeder’s safety alarms transfer

e Very small footprint

* Depending on the characteristics of the pool
and its utilisation




HTH, the leading manufacturer of calcium hypochlorite, has developed and installed a lot of
HTH EASIFLO chlorine dosing systems throughout Europe. In response to the current global pressures
on energy costs and demands for greener solutions, HTH has adapted the HTH EASIFLO feeder
system by offering an option to save energy consumed by the feeders.

HTH EASIFLO is the first module which allows electricity consumption reduction for pool water
treatement. Thanks to thanks to its intelligent automatic standby technology, the HTH EASIFLO
system reduces electricity consumption for collective pool water treatment by 50 to 75%. This energy-
efficient operation enables operators to significantly reduce their energy footprint while lowering
operating costs. An investment that pays for itself in just 1 to 2 seasons, depending on whether the
pool operates year-round or only a few months per year.

Compatible with CTM (Centralized Technical Management)
Available option: electrical overflow safety

OPERATING CONCEPT

1. The swimming pool controller* sends a signal to increase chlorine to the feeder.
The HTH EASIFLO feeder delivers the chlorine solution to the pool.

The water parameters are stable, the controller no longer sends a chlorine request.
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After 10 minutes without any chlorine demand, the HTH EASIFLO stops the power supply
to the booster pump and the solenoid valve on the dosing unit. The unit enters STAND-BY mode,
thus stopping electrical use of the pump and solenoid.

5. Ifanew chlorine demand is activated, the system will restart automatically.
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*A controller from the HTH CYCLEAU management
range is not mandatory. The HTH
EASIFLO module will adapt to
any previously installed controller.



https://hth-pool.com/en/products/easyflo-eco/



